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MEASUREPOINT CORP
156 HAYDEN ROWE
HOPKINTON, MA 01748
TEL: 508-435-4885
ORWN: R. CARLSON
DATE: 02-20-04

REV#: 0 PRE-RELEASE

SUGGESTED MOUNTING:
FLAT HEAD SCREWS FROM

L.

2. TAP INTO WALL, SCREW

NOTES:
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2.
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WALL INSIDE, WELDED, %
GRIND SMOOTH or

FROM OUTSIDE

MAT'L: 304 STAINLESS STEEL
NOMINAL DIM - CAN BE FABRICATED TO
SUIT ANY WALL THICKNESS

SENSOR IR BEAM MUST BE 15 DEG

FROM PERPENDICULAR TO WINDOW FACE
WALL THRU HOLE DIA = 3-1/8 (79.38)
DIM: INCHES (MM)

MAT'L MUST ALWAYS COVER WINDOW

FOR RELIABLE MEASLREMENTS
SUGGEST 1716 (1.5) THK RUBBER
GASKET BETWEEN WALL AND FLANGE
FOR PROPER SEALING

DIA (7.14) THRU (B)

EVERY 60 DEG ON 5.000 000

(127.00) (12.70)

WINDOW —

8-32 SCREWS

TEFLON GASKET (2)
(EACH SIDE WINDOW)

- //——-SEE NOTE 2

|_.250 NOM
(6.35)

L - SEE NOTE 4
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3.000 DIA
(76.20)
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(152.40)

CUT-AWAY VIEW

UUTLINE DRAWING,
FLUSH WINDOW



